
Model DS1200-AMT-Ex

2148 - Iss 1 - 08/14 22

HAZARDOUS  AREA SAFE  AREA

Signal Isolator - Single Channel
          Model  PR5104BB2A

Power Supply
    20 to 250VDC / 300-30mA
24 to 240VAC / 50-60Hz / 6.5W

    Intrinsically Safe, Model AMT-Ex, Transmitter
(EEx ia IIC T4  (IP66).  Ex iaD IIC T4.  ATEX  II 1 GD)

Alarm Relay
Connections

4/20mA Output
  Connections

DS1200 Display Unit

     Input
Connections

Power Supply
 Connections

NOTE
Terminals for mA output, alarm relays
and power supply are identified on the
instrument label.
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10 Appendix A – Model AMT-Ex / PR5104BB2A / Model DS1200 - Installation Schematics.



Model DS1200-AMT-Ex

2148 - Iss 1 - 09/14 23

HAZARDOUS  AREA SAFE  AREA

Signal Isolator - Dual Channel
       Model  PR5104BB2B

 

Alarm Relay
Connections

4/20mA Output
  Connections

DS1200 Display Unit

Alarm Relay
Connections

4/20mA Output
  Connections

DS1200 Display Unit

    Intrinsically Safe, Model AMT-Ex, Transmitter
(EEx ia IIC T4  (IP66).  Ex iaD IIC T4.  ATEX  II 1 GD)

    Intrinsically Safe, Model AMT-Ex, Transmitter
(EEx ia IIC T4  (IP66).  Ex iaD IIC T4.  ATEX  II 1 GD)

        
      

NOTE
Instrument terminals for mA output,
alarm relays and power supply are
identified on the instrument label.11
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2 x Model AMT-Ex’s / PR5104BB2B / 2 x Model DS1200 ‘s


